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Description
Winters 3A designated Homogenizer
Gauge is designed specifically for sanitary
applications in the food industry. The
rugged one piece welded, all stainless steel
construction and liquid filling provide
exceptional durability and corrosion
resistance. 

The Winters 3A Homogenizer is CRN
registered.

Winters Homogenizer Gauge is available
with an optional transmitter and an
optional block.

Dial:

Case:
Lens:
Ring:
Pointer:
Seal Body:
Diaphragm:
Block:
Bourdon Tube:
Movement:
Gasket:
Seal Fill:
Case Fill:
Protection:
Over-pressure Limit:
Working Pressure:
Ambient Temperature:
Process Temperature:
Transmitter:

Accuracy:

4” (100mm) white aluminum dial
with black and red markings
AISI 304 stainless steel
Plexiglass
AISI 304 stainless steel
Aluminum, anodized black
AISI 316 stainless steel
AISI 316 stainless steel, TIG welded
AISI 316 stainless steel (optional)
AISI 316 stainless steel
AISI 304 stainless steel
EPDM
Oil, approved for food service
Glycerin, 98%
IP65
15% of full scale value
Maximum 75% of full scale value
14OF to 150OF (-10OC to 65OC)
59OF to 248OF (15OC to 120OC)
4-20mA output with PG9 cable
Gland (optional)
+/-1.6% accuracy (ANSI/ASME
Grade 1A)

Specifications

Optional Block

CRN

Fixed spec box - 12/02



Homogenizer
How to order:  Specify product code
PRODUCT CODES

RANGES

0-5000   psi/bar P8001

0-10000 psi/bar P8002

0-5000   psi/bar with transmitter                     P8001PT

0-10000 psi/bar with transmitter                     P8002PT

Note: If a block is required, add the suffix “BL” to the above codes. 
eg. P8001BL - with block
Glycerin filling is standard.

Options: 6”(150mm) dial size available upon request.
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4” Homogenizer


